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WIKA: 
#include "rda5991h_wland.h" 
#include "rda5981_smartconfig.h" 


1. scan 


int rda5981_scan(const char *SSID, const unsigned char SSID_len, const unsigned char 


channel);//ssid FU channel J NULL WHAHA, MA AP 


int rda5981_get_scan_result(rda5981_scan_result *buf, const unsigned char len);//rda5981_scan 


iB [al -Z Ja Bl Ay Ae ARM ap MZ 


2. A3 smartconfig 


int rda5981_start_smartconfig(smartconfig_handler handler);//Z 24 handler žy smartconfig [=I iil 
Pe, CAAH UDP ELS EYZ PH AK 
typedef int (*smartconfig_handler)(unsigned short data_len, void *data); 


3. WE smartconfig (Hr channel 


int rda5981_set_smartconfig(unsigned char channel, unsigned short time);//time Ž¥2J ms, FY 
EJ Oxffff 


4. E} smartconfig udp J Jhi 


5% 2, data_len AWA UDP EK E% data if AS). 


5. ZR smartconfig 


int rda5981_stop_smartconfig(); 


6. M flash iÈ smartconfig 24 


int rda5981_flash_read_smartconfig_data(char *ssid, char * passwd); 
//% flash PRTA ssid/passwd, WRI 0, FJEHHE ssid/passwd REF EJA SFE zE Hh t NO 
AR); TURAR E FAE 
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7. Æ smartconfig ssid/passwd žl) flash 


int rda5981_flash_write_smartconfig_data(); 

[VEE ap ZIRAAERTF ssid F| flash, FITPRTEEN ssid/passwd A “4A CER ap W 
ssid/passwd 

[RIRE] O, AWE AE 


8. JKR smartconfig GPR ssid/passwd 


int rda5981_flash_erase_smartconfig_data(); 


[RIRE] O, KPR E GE 


BG: 
WiFiStackInterface.cpp 
int WiFiStackInterface::connect(const char *ssid, const char *pass, nsapi_security_t security, 


uint8_t channel); 
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